
Component - Plastics
File Number: E108538

INEOS STYROLUTION GROUP GMBH
MAINZER LANDSTRASSE 50
FRANKFURT AM MAIN, 60325 Germany

LURAN S: 757G (f1), 757G UV (f1)
Acrylonitrile Styrene Acrylate (ASA), pellets

(f1) - Suitable for outdoor use with respect to exposure to Ultraviolet Light, Water Exposure and Immersion in accordance with UL
746C.

NOTE - Material designations may include upto six digits to denote color code, three digits to note material modifications code, and
may include a Q.

Flammability Value Test Method
Flame Rating  

1.5 mm, WT HB  UL 94
3.0 mm, WT HB  UL 94
3.0 mm, WT HB40  IEC 60695-11-10, -20
1.5 mm, WT HB75  IEC 60695-11-10, -20

Electrical Value Test Method
Hot-wire Ignition (HWI) UL 746A

1.5 mm PLC 4  
3.0 mm PLC 4  

High Amp Arc Ignition (HAI) UL 746A
1.5 mm PLC 0  
3.0 mm PLC 0  

Comparative Tracking Index (CTI) PLC 0  UL 746A
Dielectric Strength 26 kV/mm ASTM D149
High Voltage Arc Tracking Rate (HVTR) PLC 1  UL 746A

Volume Resistivity 1.0E+14 ohms·cm ASTM D257
IEC 60093

Arc Resistance PLC 6  ASTM D495
Thermal Value Test Method

RTI Elec UL 746B
1.5 mm 90.0 °C
3.0 mm 90.0 °C

RTI Imp UL 746B
1.5 mm 90.0 °C
3.0 mm 90.0 °C

RTI Str UL 746B
1.5 mm 90.0 °C
3.0 mm 90.0 °C

Physical Value Test Method

Dimensional Change 0.0 % ASTM D1042
ISO 2796

Outdoor Suitability f1  UL 746C
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ANSI/UL 94 small-scale test data does not pertain to building materials, furnishings and related contents. ANSI/UL 94 small-
scale test data is intended solely for determining the flammability of plastic materials used in the components and parts of end-
product devices and appliances, where the acceptability of the combination is determined by UL.
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